' F200 Plastisol

30
YEAR

Warranty*

F200 Plastisol is pre-painted steel coated with a 200 micron, leather grain
embossed Plastisol. F200 Plastisol combines high wear resistance with

high durability against corrosion.

Historically, Plastisol has been used widely within the UK on a
range of buildings and applications. Over the years the
performance requirements for Plastisol have evolved to require
longer guarantees and enhanced performance. As the demands
have evolved so has our F200 Plastisol.

F200 Plastisol has been developed in partnership with our trusted
supply partners to offer a mill backed warranty available for up to
30 years.”

F200 combines high wear resistance with high durability against
corrosion. With a corrosion rating of RC5 and superior durability
when exposed to foot traffic and other roof stresses, F200 Plastisol
exceeds the standard required for a building envelope.

We stock F200 Plastisol at our Brighouse facility in an extensive
spectrum of colours, with the ability to source material to almost
every RAL code.

*Warranty subject to application, colour and location

Features

* 30 Year Warranty available *

* Leather Grain embossed texture finished

e Suitable for roof pitches down to 4°

* High colour and gloss stability

* High build primer with excellent corrosion resistance
*  Excellent formability

*  Comprehensive colour range

* Factory cut edges covered under the guarantee

Technical Properties

Coating Warranty 30 Years*
Coating Thickness 200 Micron
Reverse Coating 12 Microns

Coating Embossing Leather Grain

Scratch Resistance 45N
UV Radiation Resistance Ruv3
Corrosion Resistance RC5
Stain Resistance Satisfactory
Highest Operating Temperature 60 Degrees
Minimum Pitch >4 Degrees

Fire Classification

European Classification B-s2,d0
Reaction to fire Class O

Resistance to fire Notional Class AA
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